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Once the crease line for the hermn has been marked by the pins, you
need fo trim the hermn allowance to a reasonable amount. Most straight
hems are about 4cm (1'%in) deep,

- press the crease line of the hem
he iron. Don’t press too hard as

§ th The

not want a sharp crease. Trim the seam

N allowance
\ back to reduce
\
: the bulk. If
t wished, neaten
. K the raw edge.
7

Turn up the ~

hem at the
crease. Match
the seams
together.

Tack the hem into position close to the crease line. The hem'’
is now ready to be stitched in place by hand or machine.

OF DIFFICULTY *%

Wrong side
Mark the

hemline,
placing the pins
vertically to avoid
squashing the
fullness out of the
upper raw edge.

3 Mzke a row of
ong machine
stitches, length
5.0, dose to the
raw Jppg( edée
of the turned- up
nem

Tummg Up a curved hem

When the hem on a shaped skirt is turned up., it will be fuller at
the upper edge. This fullness will need to be eased out before

the hem is stitched.

Tack the hem
into position
close to the crease
line. Remove the

pins. _

4Pu|| on one of the threads of the long stitches
to tighten the fabric and ease out the fullness.
Use the steam
iron to shrink '
: out the remainder
l of the fullness. The
hem is now ready |
to be stitched in ,
place by hand ,
_or machine.





